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PePWave Mesh Connector Indoor Series 

The enterprise-grade PePWave Mesh Connector Series of Wi-Fi 
repeaters seamlessly extends Mesh Wi-Fi to large-scale indoor 
areas. Enclosed in a rugged metallic case, Mesh Connector is 
capable of operating in a wide range of locations. 

With industry leading transmit power and outstanding reception 
capability, Mesh Connector guarantees the best service for 
enterprise customers and WISPs. 

Functionality and Compatibility 

Model Mesh Connector E200, 200, and 400  

Wireless Protocol 802.11 b/g 

Security 802.1x, 64/128-bit WEP, WPA, WPA2, 802.11i 
 

Hardware Specification 

Model Mesh Connector E200 Mesh Connector 200 Mesh Connector 400 

Country / Region E u r o p e  U S  a n d  I n t e r n a t i o n a l  

Integrated Wi-Fi Access 
Point Yes Yes Yes 

LAN Interface Fast Ethernet 
802.11 b/g 

Fast Ethernet 
802.11 b/g 

Fast Ethernet 
802.11 b/g 

WAN Interface 802.11 b/g 802.11 b/g 802.11 b/g 

Transmit Power 

100mW 
16dBm ±1.5 @ 1 to 11Mbps 
15dBm ±1.5 @ 6 to 36Mbps 

15dBm ±1.5 @ 48Mbps 
15dBm ±1.5 @ 54Mbps 

200mW 
23dBm ±1.5 @ 1 to 11Mbps 
23dBm ±1.5 @ 6 to 36Mbps 

21dBm ±1.5 @ 48Mbps 
20dBm ±1.5 @ 54Mbps 

400mW 
26dBm ±1 @ 1 to 24Mbps 

24dBm ±1 @ 36Mbps 
22dBm ±1 @ 48Mbps 
21dBm ±1 @ 54Mbps 

Receive Sensitivity 

-95dBm @ 1Mbps 
-95dBm @ 2Mbps 

-91dBm @ 5.5Mbps 
-88dBm @ 6Mbps 
-88dBm @ 9Mbps 
-90dBm @ 11Mbps 
-88dBm @ 12Mbps 
-87dBm @ 18Mbps 
-83dBm @ 24Mbps 
-81dBm @ 36Mbps 
-76dBm @ 48Mbps 
-72dBm @ 54Mbps 

-95dBm @ 1Mbps 
-95dBm @ 2Mbps 

-91dBm @ 5.5Mbps 
-88dBm @ 6Mbps 
-88dBm @ 9Mbps 
-90dBm @ 11Mbps 
-88dBm @ 12Mbps 
-87dBm @ 18Mbps 
-83dBm @ 24Mbps 
-81dBm @ 36Mbps 
-76dBm @ 48Mbps 
-72dBm @ 54Mbps 

-97dBm @ 1Mbps 
-96dBm @ 2Mbps 

-95dBm @ 5.5Mbps 
-94dBm @ 6Mbps 
-93dBm @ 9Mbps 
-92dBm @ 11Mbps 
-91dBm @ 12Mbps 
-90dBm @ 18Mbps 
-86dBm @ 24Mbps 
-83dBm @ 36Mbps 
-77dBm @ 48Mbps 
-74dBm @ 54Mbps 

Power Input A C  A d a p t e r :   A C  I n p u t  1 0 0  t o  2 4 0 V ,  D C  O u t p u t  5 V  
U n i t :   D C  I n p u t  5 V  

Power Consumption 5W (Max.) 5W (Max.) 7W (Max.) 

Antenna 5 d B i  A n t e n n a  w i t h  R P - T N C  F e m a l e  C o n n e c t o r  ( E x t e n s i b l e )  

Certifications C E ,  R o H S  F C C ,  R o H S  
 

Form Factor and Miscellaneous 

Model Mesh Connector E200, 200, and 400 

Dimensions 
(W x H x D) 

127.1 x 107.4 x 32.1 mm /  
5.0 x 4.2 x 1.3 in 

Weight 330g / 0.7 lb 

Operating 
Temperature -10 to 75°C / 14 to 167°F 

Humidity 15 to 95% 

Warranty One-year Limited Warranty 
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PePWave Mesh Connector Outdoor Series 

The PePWave Mesh Connector Outdoor Series, with the Models Mesh 
Connector 200-X and 400-X, provide the additional benefit of 
all-weather toughness along with the user-friendliness, versatility, 
and power of their indoor counterparts. 

Each model in the Outdoor Series is housed in a waterproof die-cast 
aluminum enclosure rated at NEMA 6 (IP 67), and the operating 
temperature ranges from -40 to 75°C (-40 to 167°F). 

 

Functionality and Compatibility 

Model Mesh Connector 200-X and 400-X 

Wireless Protocol 802.11 b/g 

Security 802.1x, 64/128-bit WEP, WPA, WPA2, 802.11i 
 

Hardware Specification 

Model Mesh Connector 200-X Mesh Connector 400-X 

Integrated Wi-Fi Access Point Yes Yes 

LAN Interface Fast Ethernet 
802.11 b/g 

Fast Ethernet 
802.11 b/g 

WAN Interface 802.11 b/g 802.11 b/g 

Transmit Power 

200mW 
23dBm ±1.5 @ 1 to 11Mbps 
23dBm ±1.5 @ 6 to 36Mbps 

21dBm ±1.5 @ 48Mbps 
20dBm ±1.5 @ 54Mbps 

400mW 
26dBm ±1 @ 1 to 24Mbps 

24dBm ±1 @ 36Mbps 
22dBm ±1 @ 48Mbps 
21dBm ±1 @ 54Mbps 

Receive Sensitivity 

-95dBm @ 1Mbps 
-95dBm @ 2Mbps 

-91dBm @ 5.5Mbps 
-88dBm @ 6Mbps 
-88dBm @ 9Mbps 
-90dBm @ 11Mbps 
-88dBm @ 12Mbps 
-87dBm @ 18Mbps 
-83dBm @ 24Mbps 
-81dBm @ 36Mbps 
-76dBm @ 48Mbps 
-72dBm @ 54Mbps 

-97dBm @ 1Mbps 
-96dBm @ 2Mbps 

-95dBm @ 5.5Mbps 
-94dBm @ 6Mbps 
-93dBm @ 9Mbps 
-92dBm @ 11Mbps 
-91dBm @ 12Mbps 
-90dBm @ 18Mbps 
-86dBm @ 24Mbps 
-83dBm @ 36Mbps 
-77dBm @ 48Mbps 
-74dBm @ 54Mbps 

Power Input P o w e r  o v e r  E t h e r n e t  8 0 2 . 3 a f  

Power Consumption 5W (Max.) 7W (Max.) 

Antenna Connections 1 N-type Female Connector 

Certifications F C C ,  R o H S  
 

Form Factor and Miscellaneous 

Model Mesh Connector 200-X and 400-X 

Dimensions 
(W x H x D) 273 x 188 x 65 mm / 10.7 x 7.4 x 2.6 in 

Weight 1.7kg / 3.8 lb 

Operating 
Temperature -40 to 75°C / -40 to 167°F 

Humidity 15 to 95% 

Warranty One-year Limited Warranty 

 


